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Municipal solid waste was collected from Varanasi’s municipal solid waste dumpsite and 
sorted for organic fraction present in it. Current work showed the consequences of 
calcium hydroxide or lime digestion on organic fraction of municipal solid waste of 
Varanasi, India. The organic fraction of municipal solid waste sample was digested with 
desired amount of calcium hydroxide. The different concentrations (0.1, 0.2, and 0.5%) 
of calcium hydroxide was blended separately to substrates (10% total solid) at 30-35 °C 
in 3 different beakers denoted by A1, A2 and A3, respectively of 2 L capacity. 
Experiments of hydrolysis step were conducted on all three samples for evaluation of 
chemical oxygen demand, pH and volatile fatty acids content in sample. The parameters 
measured during experiments were chemical oxygen demand, biogas production, total 
solid, volatile solids, total Kjeldahl nitrogen and total organic carbon. Rate enhancement 
of anaerobic digestion and biogas production were occurred for calcium hydroxide 
digested samples. Therefore calcium hydroxide can be used as an effective alkali for the 
digestion of organic fraction of municipal solid waste. 
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INTRODUCTION  
In most of the cities like Varanasi, the disposal of Municipal Solid Waste (MSW) is 
facing a serious problem due to increasing urbanization and improper treatment facilities. 
Unavailability of the proper treatment methods is creating serious environmental 
problems. To avoid such problems proper waste treatment plans have to be worked out. 
Since MSW generation are rapidly increasing, thus provoking huge waste disposal 
problems [1]. The government is mainly concerned with the incorporation of solutions 
for the treatment of such complex wastes [2]. Among the existing treatment methods, one 
of the most attractive approaches for the treatment of organic waste can be the anaerobic 
digestion. Anaerobic digestion can be useful as a disposal route as well as a source of 
alternative energy [3]. Extensive specific recent literature is available on the digestion of 
Organic Fraction of Municipal Solid Waste (OFMSW) and organic matter from different 
sources that is presented as a suitable technology used for a treatment of organic wastes 
and production of energy from combustion of biogas, as well as greenhouse gases 
reduction [4]. Co-digestion is usually performed because of the problems herein. The 
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main issue for the co-digestion process lies in balancing several parameters in the 
co-substrate mixture viz., macro-and micronutrients, carbon to nitrogen ratio, pH, 
inhibitors/toxic compounds, biodegradable organic matter and dry matter [5]. Microbial 
mediated transformation of organic fraction of the solid wastes has been accepted as a 
valuable resource that can be renewed into useful products [6]. Anaerobic digestion is a 
biological conversion without oxygen as an external electron acceptor as in aerobic 
processes or nitrate/sulphate as in anoxic processes. During this process successive 
oxidation and reduction of the organic carbon takes place. A wide range of 
micro-organisms acts as catalyst in the absence of oxygen and as a resultant the most 
oxidized state (CO2) and most reduced state (CH4) of organic carbon are formed 
respectively [7]. Function of the methanogenic bacteria has been observed to be highly 
sensitive to the levels of free ammonia generated during anaerobic degradation of 
nitrogen rich protein components [8]. The specific activity of methanogen bacteria is 
inversely proportional to the free ammonia concentration [9]. The popularity of the 
anaerobic treatment is not as widespread as the aerobic process, particularly due to the 
longer requirement of the time to reach bio-stabilization [10]. Still anaerobic processes 
are considered as a feasible technology for the treatment of MSW and simultaneous 
production of a renewable energy, due to its low energy requirement for operation and 
low biomass production as compared to aerobic process [11]. During the anaerobic 
process, sealed environment is used. The leakage of methane and other gases is not 
possible, making the whole process environment friendly [12]. Also the release of 
carbon–neutral carbon dioxide due to the burning of the methane has no net effect on 
atmospheric carbon dioxide and other greenhouse gases [13]. Significantly these benefits 
of anaerobic treatment over other processes make it more vital for the exploration by 
scientists.  
Further, methane and hydrogen are considered as potential fuels and comparatively 
cleaner than fossil fuel [14]. Thus environmental pollution can be controlled by anaerobic 
digestion process and at the same time it can act as a source of biogas and organic 
fertilizer. The gaseous mixture produced is named as biogas and the whole anaerobic 
digestion process is termed as biogas process [15].  
Furthermore some of the limitations of the anaerobic process such as long retention 
times and low removal efficiencies of organic compounds are due to the complex 
structure of the organic matters [16]. These effects are more pronounced in the case of 
biodegradation of solid waste as compared to the liquid waste. Anaerobic digestion of 
complex organic material could be described as a sequential process that involves the 
steps of hydrolysis, acidogenesis, acetogenesis and methanogenesis [17]. During the 
anaerobic digestion of complex organic matter the hydrolysis is the first and often 
rate-limiting step. It is an established fact that the rate limiting step in the anaerobic 
digestion process for solid wastes is the hydrolysis of the complex organic matter to 
soluble components [18].  
So these problems can be encountered by consequently doing some physical, 
chemical or biological pre-treatment of the solid wastes [19]. Previous studies have 
shown that alkali pre-treatment is one of the best methods for the enhancement of the rate 
of anaerobic digestion [20, 21]. Although sodium hydroxide (NaOH) is the best known 
chemical for this purpose [22] but it is quite expensive, hence increases the pre-treatment 
cost whereas calcium hydroxide (Ca(OH)2) is much cheaper and easily available. Thus 
lime pre-treatment might be an economical option for anaerobic digestion of Organic 
Fraction of Municipal Solid Waste (OFMSW). The main objective of this experiment is 
to study the effect of lime on anaerobic digestion of MSW, especially on its organic 
fractions. 
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MATERIALS AND METHODS 
Feed stock preparation and analysis 
For this study, samples from dumping sites of Varanasi were collected and separated 
into various fractions like biodegradables, combustibles and inert. A 10 kg sample of 
biodegradables was placed in nylon bag and brought to the laboratory, where the 
OFMSW was mechanically liquidized with the help of a mixer-grinder and mixed with 
water to obtain a concentration of 10% Total Solids (TS). The characteristics of OFMSW 
from all of the analysis are shown in Table 1. 
 
Table 1. Characteristics of OFMSW used in the experiment 
 
Parameters Values obtained 
Moisture Content [%] 79 
Total Solid [%] 20.2 
Volatile Solid [% of TS] 83.4 
pH 6.2 
t COD [mg/l] 55,400 
TOC solid [mg/l] 38.84 
TKN solid [mg/l] 1.34 
Pre- treatment conditions 
Three different amounts (0.1, 0.2, 0.5%) of Ca(OH)2 was blended to substrates (10% 
TS)  at  30-35 °C  separately in 3 different conical flasks A1, A2, A3 of 2 L capacity each. 
A fourth flask was kept as a control without adding any Ca (OH)2. Experiments were 
conducted on all four samples by evaluating COD solubilisation. It was transferred for 
methanogenesis, on the 6
th
 day after adjusting the pH   to 6.8-7.2. Cow dung was added as 
inoculums in the methanogenesis step (15% by weight). The gas production was 
measured using a graduated 1,000 ml burette filled with water (water displacement 
method). The amount of biogas produced was observed in all four cases. The biogas yield 
was measured with the help of a Gas Chromatograph (Nucon 5765, New Delhi, India) 
equipped with a thermal conductivity detector. The helium was used as carrier gas at a 
flow rate of 30 ml/min. The injector, column and detector temperature were kept constant 
at 363, 393 and 393 K, respectively. The biogas production potential of cow dung was 
deducted from the total biogas to get the actual yield of biogas from OFMSW. After 
completion of experimental run (no biogas yield), the bio-digested sludge was filtered 
and analysed for Total Solid (TS), Total Organic Carbon (TOC), Total Kjeldahl Nitrogen 
(TKN) and Volatile Solids (VS). The methodology adapted for experimentation to 




Figure 1. Experimental methodology adopted for measuring various important parameters [A1: 
10% TS + 0.1% Ca(OH)2, A2: 10% TS + 0.2% Ca(OH)2, A3: 10% TS + 0.5% Ca(OH)2, C: 10% 
TS (control)] 
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All analyses were performed for Chemical Oxygen Demand (COD) determination  
using potassium dichromate-ferrous ammonium sulphate, Soluble Chemical Oxygen 
Demand (SCOD), Total Solids (TS) after heating the sample at 105-110 °C for 5 h, and 
Volatile Solids (VS) content of the sample using muffle furnace maintained at 925 °C for 
1 h by following standard test methods of American Public Health Association [23]. TOC 
was determined using potassium dichromate-ferrous sulphate in accordance to 
Walkley-Black method [24] and TKN was determined using sulphuric acid digestion as 
per the standard Kjeldahl nitrogen estimation method [25]. All experiments were 
repeated three times to justify the data.  
RESULTS AND DISCUSSION 
The influence of Ca(OH)2 addition on COD solubilisation, biogas production, 
reduction in TS, VS, TKN and TOC were evaluated to interpret the results in context of 
biogas yield. Figure 2 shows that at initial days the value of COD increases and after 
certain value it starts decreasing. This effect is seen more for the samples A1, A2, A3 
having 0.1, 0.2, 0.5% Ca(OH)2, respectively than the sample C which is the control 
sample. In Table 2 it is evident that the TOC and TKN content of all samples are 
decreasing irrespective of Ca(OH)2 added to the sample. The final TOC and TKN content 
are minimum for the sample having 0.2% Ca(OH)2 (sample A2). 
 
Figure 2. Variation of COD values with different concentrations of Ca(OH)2  in hydrolysis 
 













A1 0.1 38.84 25.85 1.34 1.24 
A2 0.2 38.84 19.76 1.34 1.16 
A3 0.5 38.84 21.90 1.34 1.19 
C 0.0 38.84 29.43 1.34 1.30 
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It is further observed that there is reduction in TS and VS for all the samples with or 
without the addition of Ca(OH)2 and the maximum reduction is observed for the sample 
A2 having 0.2% Ca(OH)2 (Figures 3-4, Table 3). Further maximum total biogas 
production is shown by the sample A2 (Figure 5). 
 













A1 0.1 25 34 0.20 
A2 0.2 35 43 0.25 
A3 0.5 30 40 0.20 
C 0.0 15 25 0.15 
 
An increment in SCOD value was observed when the Ca(OH)2 concentration was 
increased. It can be visualized by seeing the data of SCOD values on the 4
th
 day for the 
samples A1, A2, A3 are 17,800, 20,890, 22,340 mg/l,  respectively, as compared to the 
control sample whose SCOD value is 14,890 mg/l. Also there is sudden increase in the 
pH of the samples due to addition of Ca(OH)2 then gradual decrease in pH was noticed. 
Similar results were also reported earlier [26]. Initially an increment was shown followed 
by the decrease in the SCOD value was observed, which can be due to the formation of 
non-soluble complexes, because of which the hydrolysis process is hindered.  
 
Figure 3. Total solid reduction with different concentrations of Ca(OH)2  during methanogenesis 
 
Hence it can be seen that alkali pre-treatment has a positive effect on digestion of 
OFMSW, since it causes the increase in the SCOD value and also increases the surface 
area of complex organic matter by swelling [27]. Due to high surface area, these become 
more susceptible to the enzymatic attack by microorganisms, and the digestion process is 
enhanced further.  
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Figure 4. Total VS reduction with different concentrations of Ca(OH)2 methanogenesis 
 
Similar reasons can also be given for biogas production. The biogas production is 
higher for the pre-treated samples than the control having no addition of Ca(OH)2, 
suggesting that pre-treatment enhances the rate of anaerobic digestion by hydrolysing the 
complex organic matter to soluble components and also by increasing the availability of 
the surface area for enzymatic action as a result of fibre swelling [22]. 
 
 




kg with different concentrations of Ca(OH)2 
CONCLUSIONS  
Initially COD value increases with time and reaches a maximum value and after this it 
starts decreasing. Both TOC and TKN content of the samples at the end are less than 
those of initial values. The maximum biogas yield was found to be 0.25 Nm
3
/kg for 0.2% 
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Ca(OH)2 added sample. The results of present research work suggest that under the 
appropriate alkali treatment, complex organic matter becomes more biodegradable by 
roughly changing its chemical structure to simpler soluble organics. So this methodology 
can be used effectively for the sustainable management of the MSW in terms of resource 
generation as biogas and thus reducing its disposal problem.  
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